
Motor

Weight

Screen Size

Capacity/HR

1st Level

2nd Level

3rd Level

Dimensions

2 HP

1,300 LBS

4x6

4 TONS/HR

6 TONS/HR

10 TONS/HR

95” L x 60” W x 60” H

2 HP

950 LBS

3x4

1 TONS/HR

3 TONS/HR

5 TONS/HR

84” L x 45” W x 45” H

MILL- SCR46MILL - SCR34

SCREENER COMMON MATERIALSTECHNICAL ADVANTAGES

SCREENER OPTIONS

	▶ Alfalfa
	▶ Corn
	▶ General Feed
	▶ Hemp / Cannabis
	▶ Oats
	▶ Poultry Litter
	▶ Recyclables

	▶ Single-deck pellet screener
	▶ Mild steel perforated screen
	▶ Mounted on a steel frame
	▶ Conveniently fits under CME’s MILL-C6/      	

     MILL-C12 Counterflow Cooler
	▶ Adjustable height legs
	▶ Adjustable angle
	▶ Valve for shutting off product flow
	▶ Low maintenance rocker design
	▶ Powder coated with FDA approved materials

	▶ Isolation Pad Set
	▶ Safety Motor Starter
	▶ Spare Screens

	▶ Soybean Meal
	▶ Wheat
	▶ Wood
	▶ Wood Grill Pellets
	▶ Fertilizer
	▶ Carbon
	▶ Plastics

CME SCREENERS
PRODUCT SPECIFICATIONS
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Lifetime Engineering, Technical & Application Support

Our equipment is engineered in 
the USA and supported in the USA


